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Made in Italy
Power supply units and control gear / Alimentatori ed elettronica di controllo

IP20

12 ÷ 36 Vdc

OUT1OUT2OUT3

TLR05S-500

EXTENDER WITH CONSTANT CURRENT, 3 x 350mA FOR “TLR04M-350-500”

TECHNICAL DATA

Power supply 12-36 Vdc
Output 3 costant current outs
Type of load LED with constant current
Connection system master/slave/slave 6-pole RJ11 cable with crossed connection
Max lenght connection Max. total length between master and extender 50m
Protection rating IP20
Operating temperature -20°C ÷ +55°C
Dimensions 174x46x35 mm

SET THE OUTPUT CURRENT
With the jumper is possible to set the current provided to the Leds.
The selection is different for each out:

JUMPER INSERTED=
900mA (Code TLR05S-500)

JUMPER NOT INSERTED=
500mA (Code TLR05S-500)

INSTALLATION INSTRUCTIONS TLR05S-500

https://www.lucelight.it/en/
https://www.lucelight.it/en/controller.php/127186
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Fig. 2.1

SCHEMA DI COLLEGAMENTO

Not used

Loads:
make the same connection used  in the mas-
ter control unit

12 to 36 Vdc
power supply
(choose a power supply 
compatible with the load
to be controlled in terms of 
voltage and power)

! Terminals 1-2 are re-
served for a 12 to 36 V 
power supply.
This voltage must be the 
same as that accepted
by the output load.
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L

Master Control Unit

Cable for connection
use a 6-pole RJ11 cable 
with crossed connection

EXTENDER
It is possible to connect up to 3 more extenders. 
The maximum total length of the cabling between 
the Master control unit and the last extender is 50m

INSTALLATION INSTRUCTIONS TLR05S-500

https://www.lucelight.it/en/
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Fig. 2.2a

max 50m

master

master slave1 slave2 slave3 slave4

slave1

max 50m

Fig. 2.2b

DESCRIPTION OF THE CONNECTION
For the connection of the master control unit with the slave control unit (or to connect one slave control unit to another), an RJ11 cable with 
crossed connection must be used (see Figure 2.2a). Up to a maximum of 4 extenders can be connected, with a total length of cabling between 
the master control unit and the last extender of 50m, see Figure 2.2b.

INSTALLATION INSTRUCTIONS TLR05S-500

https://www.lucelight.it/en/
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TLR05S-500

USE
The controller does not provide for commands by wire or by radio.
Actually, its function is to exactly replicate the actions of the master control unit.
Any commands by wire or transmitters will therefore have to interface with the master control unit.

INSTALLATION INSTRUCTIONS TLR05S-500

https://www.lucelight.it/en/
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Made in Italy
Power supply units and control gear / Alimentatori ed elettronica di controllo

IP20

12 ÷ 36 Vdc

OUT1OUT2OUT3

ISTRUZIONI DI INSTALLAZIONE TLR05S-500

TLR05S-500

EXTENDER IN CORRENTE COSTANTE, 3 x 500mA PER “TLR04M-350-500”

DATI TECNICI

Alimentazione 12-36 Vdc
Uscita 3 uscite in corrente costante
Tipo di carico LED in corrente costante
Sistema di collegamento master/slave/slave Cavo RJ11 6 poli con collegamento incrociato
Distanza massima delle connessioni Lunghezza max totale tra master ed extender 50m
Grado di protezione IP20
Temperatura di funzionamento -20°C ÷ +55°C
Dimensioni 174x46x35 mm

SELEZIONE DELLA CORRENTE IN USCITA
Con i jumper in scheda è possibile selezionare la corrente con la quale la centrale alimenta il carico.
La selezione può essere fatta per ogni uscita separatamente:

JUMPER INSERITO=
900mA (Codice TLR05S-500)

JUMPER NON INSERITO=
500mA (Codice TLR05S-500)

https://www.lucelight.it/en/
https://www.lucelight.it/en/controller.php/127186


2/4L&L Luce&Light srl / Via Trescalini, 5 / 36031 Dueville, Vicenza / Italy / T +39 0444 36 05 71 / F +39 0444 59 43 04
E lucelight@lucelight.it / www.lucelight.it

TLR05S-500

RGB
+ - + - + - +-

21

L N

L: Brow
n

N
: Blue

+
Red

-Black
P

O
W

ER
 SU

P
P

LY
TL

R
04

M
-3

50
-5

00

TL
R

05
S-

50
0

O
U

TPU
T: 12V

/24V
/36V

+

P
1

P
2

P
3

C

- + - + -- +

1 2 3 4 5 6

Fig. 2.1

ISTRUZIONI DI INSTALLAZIONE TLR05S-500

SCHEMA DI COLLEGAMENTO

Non utilizzati

Carichi:
realizzare lo stesso collegamento utilizzato 
nella centrale master

Alimentatore da
12 a 36 Vdc
(scegliere un alimentatore 
compatibile con il carico da 
pilotare in termini di tensio-
ne e potenza)

! I morsetti 1-2 sono 
dedicati ad un alimen-
tatore da 12 a 36V.
Questa tensione deve 
essere la stessa accet-
tata dal carico in uscita.
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Centrale Master

Cavo per connessione
utilizzare un cavo RJ11, 
6 poli con collegamento 
incrociato

EXTENDER
È possibile collegare fino ad altri 3 extender. La 
lunghezza massima totale di cablaggio tra centrale 
Master e ultimo extender è 50m

https://www.lucelight.it/en/
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Fig. 2.2a

max 50m

master
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max 50m

Fig. 2.2b

ISTRUZIONI DI INSTALLAZIONE TLR05S-500

DESCRIZIONE DEI COLLEGAMENTI
Per il collegamento della centrale master con la centrale slave (o per collegare una centrale slave ad un altra) si deve utilizzare un cavo RJ11 
con collegamento incrociato (vedi figura 2.2a).
Si possono collegare fino a un massimo di 4 extender con una lunghezza totale tra centrale master e ultimo extender di 50m, vedi figura 2.2b.

https://www.lucelight.it/en/
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TLR05S-500
ISTRUZIONI DI INSTALLAZIONE TLR05S-500

UTILIZZO
La centralina non prevede ne comandi via filo, ne comandi via radio.
La sua funzione infatti è quella di replicare esattamente le azioni della centrale master.
Eventuali comandi via filo o trasmettitori dovranno quindi interfacciarsi con la centrale master.

https://www.lucelight.it/en/
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